


TABLE P3 (Revised_07 March 2012) 
 

VARIATION FACTOR FOR ROUND WIRE ‘W’ STEEL (FeF) 
PVC INSULATED 1.1 KV POWER CABLES WITH COPPER/ALUMINIUM CONDUCTOR 

 
 

Nominal Cross 
Sectional Area 

(in sq. mm) 

2 Core 3 Core 3 .5 Core 4 Core 

1.5 0.247 0.259   0.288 
2.5 0.273 0.289   0.329 

4 0.305 0.335   0.363 
6 0.348 0.363   0.407 

10 0.392 0.407   0.533 
16 0.439 0.523 0.014 0.573 
25 0.526 0.625 0.664 0.685 
35 0.591 0.685 0.729 0.761 
50 0.661 0.790 0.864 1.108 
70 0.745 1.122 1.200 1.256 
95 1.085 1.286 1.376 1.443 

120 1.147 1.386 1.479 1.562 
150 1.267 1.526 1.684 2.173 
185 1.403 2.090 2.315 2.421 
240 1.994 2.397 2.641 2.722 
300 2.180 2.642 3.670 3.842 
400 2.987 3.728 4.126 4.292 
500 3.517 4.226 5.958 6.301 
630 4.774 6.018 6.737 7.141 

 
 
 
 
 
 
 
 
 
 
 
 
 
 



TABLE P6 (Revised_07 March 2012) 
 

VARIATION FACTOR FOR ROUND WIRE ‘W’ STEEL (FeF) 
PVC INSULATED CONTROL CABLES WITH COPPER CONDUCTOR 

 
 

No. of Cores 
 

Core size 1.5 sq mm Core size 2.5 sq mm 

2 0.243 0.273 
3 0.257 0.289 
4 0.277 0.314 
5 0.303 0.342 
6 0.329 0.379 
7 0.329 0.379 
8 0.341 0.456 
9 0.383 0.508 

10 0.408 0.535 
12 0.510 0.572 
14 0.546 0.625 
16 0.581 0.660 
19 0.608 0.696 
24 0.714 0.819 
25 0.679 0.798 
27 0.732 0.837 
28 0.696 0.815 
30 0.758 0.881 
33 0.747 0.883 
37 0.820 1.217 
44 0.926 1.355 
48 1.122 1.308 
50 1.122 1.308 
52 1.149 1.361 
56 1.202 1.388 
61 1.299 1.520 
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